DGE-528T v.B1 Driver Release Note  

Driver: v5.00

Hardware: B1

Date: 2007

Including following drivers into Driver v5.00: 
Microsoft Vista x86: v 6.190.115.2007
Microsoft Vista x64: v 6.190.115.2007
NetWare: V1.09a

ODI.DOS: V1.2

Microsoft Windows XP x64 Edition: V5.643.411.2006

Microsoft Windows 2k(XP32): V5.641.209.2006

Microsoft Windows 9X: V5.641.209.2006

Microsoft Windows NT: V5.620.1202.2004
NDIS2: V1.13

Macintosh 10.2.x: V1.11

Linux kernel 2.4 & 2.6: V1.02
FreeBSD: V1.38.2.7

Diagnostic Utility: V1.1.5.2                                       

Problems Resolved:
Enhancements:
Note: 

1. The new driver is not backward compatible with H/W v.Ax, but only the Microsoft Vista x86/64 driver can be installed on the H/W v.A1 and v.B1.

===========================================================================
Driver: v4.00

Hardware: B1
Date: Nov. 01, 2006
Including following drivers into Driver v4.00: 
NetWare: V1.09a
ODI.DOS: V1.2
Microsoft Windows XP x64 Edition: V5.643.411.2006
Microsoft Windows 2k(XP32): V5.641.209.2006
Microsoft Windows 9X: V5.641.209.2006
Microsoft Windows NT: V5.620.1202.2004
NDIS2: V1.13
MAC OS.: V1.11
Linux kernel 2.4 & 2.6: V1.02
FreeBSD: V1.38.2.7
Diagnostic Utility: V1.1.5.2                                       

Problems Resolved:
Enhancements:
Note: 
1. The new driver is not backward compatible with H/W v.Ax

===========================================================================
Driver: v3.00

Hardware: A1/A2

Date: Jan. 01, 2006

Including following drivers into Driver v3.00: 
NetWare: V1.01
ODI.DOS: V1.01
Microsoft Windows XP x64 Edition: V5.621.304.2005
Microsoft Windows 2k(XP32): V5.606.811.2003
Microsoft Windows 9X: V5.606.811.2003
Microsoft Windows NT: V5.606.811.2003
NDIS2: Don’t support
MAC OS.: V1.0
Linux Kernal 2.2 is V1.0, Kernal 2.4 is V1.6
FreeBSD: Don’t support                                

Problems Resolved:
Enhancements:






